
Discover the new lenses — SP and SQ

New optics in the
 Intelight product offer



STARLET QUAD SP SUPREMA SPSTARLET ROUND SP
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Light divisions

The main light distribution is angled approximately
75° from the ceiling. During installation, make sure

the arrow direction points toward the location
of the safety point.

Light divisions for lens

SP optics
General information

Application

Optics designed for illuminating so-called safety points,
locations where fire extinguishers, hydrants, first aid

kits, and other emergency equipment are placed—
typically near evacuation routes.

Luminaires with SP optics.
Discover all luminaires with SP optics available in the Intelight product offer.
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SP
For safety points

VELLA SP

VELLA SP



SQ
Square beam open spaces optics

VELLA SQ

www.intelight.pl

SQ optics
General information

Light divisions

Approximately 120°. Minor variations are permissible
depending on the luminaire design.

Light divisions for lens

Application

So-called anti-panic luminaire, installed in open areas
where, in dangerous situations, the goal is to prevent

panic during evacuation. Compared to SO optics,
SQ optics perform best at low and, if necessary,

medium mounting heights.

STARLET QUAD SQ SUPREMA SQSTARLET ROUND SQ

Luminaires with SQ optics.
Discover all luminaires with SQ optics available in the Intelight product offer.

STARLET SPOT SQVELLA SQ
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